gular type)

: B, (option)

1 Housing 1
2 Bearing 1 set
3 Holding lid 1
4 Collar 2
5 Seal 2
6 Lock nut Tset

Cushion Stopper
7 . 1

(option)

BK10~BK20

BK

|
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4-X drill @Y counter bore depth Z
\ 49d2
i % (Q option)
T/ ™ [
Ti_ ‘\\ 11.85
I | ! L
- 1
D- :
L]
Unit : mm
AShaft Weight
Model No,ameter) ] 1] 1|2 |L3 B1 H1 PiCl|C2|d2| X |Y|Z|M|T]|G
d1 +002 +002 (Kes)
BK10 10 25 5 295 5 60 39 30 22 34 325 66 108 5 M6 04

BK12 12 25 5 295 5 60 43 30 25 34 325 18 46 13 6 55 66 108 15 M4 19 18 M6 041
BK15 15 27 6 32 6 70 48 35 28 40 38 18 54 15 6 55 66 11 65 M4 22 18 M6 058
BKi7 | 17 | 35| 9 |44 86|64 | 43 | 39 [ 50 |55 |28 | 68|19 | 8 (66 9 |14 |85 | M4 | 24 | 30 | M6 | 1.3
BK20 20 35 8 43 8 60 44 34 52 50 22 70 19 8 66 9 14 85 M4 30 24 M6 12
BK25 | 25 |42 (12 |54 106 80 53 | 48 64 70 33 8 22 10 9 11 17 11 M6 35 37 M6 235
BK30 30 45 14 61 128 89 64 51 76 78 33 102 23 11 11 14 20 13 M6 40 37 M6 333
BK35 35 50 14 67 12 140 96 70 52 88 79 35 114 26 12 11 14 20 13 M6 50 37 M6 44
BK40 40 61 18 76 15 160 110 80 60 100 90 37 130 33 14 14 18 26 175 M6 50 43 M6 68

7
8
9
9




Support Unit BK
(fixed-side rectangular type)

! Applicable Bearlng
Order Coding |Model No.|Surface treatment| pallscrew
accuracy grade Model No. Max 8t !
BK10 C3~C10 | 7000A P5 190 EX-STOCK % Q option
BK10_C5 Black Oxide C5~Cl10 | 7000A PO 190 EX-STOCK
BK10_C3 C3 7000A P5 190 EX-STOCK
BK10
BK10_N C3~C10 | 7000A P5 190 EX-STOCK

Electroless Nickel
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=
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BK10_C5N Platinp C5~C10 | 7O00A PO 190 3 days
BK10_C3N C3 7000A P5 190 3 days
BK12 C3~C10 | 7001A P5 210 EX-STOCK
BK12_C5 Black Oxide C5~C10 | 7001A PO 210 EX-STOCK
BK12_C3 3 7001A P5 210 EX-STOCK
BK12
BK12_N C3~Cl10 | 7001A P5 210 EX-STOCK
Eleotroloss Nickel Black Oxide
€Ctroless INICKe
BK12_C5N : ~Cl 7001A PO 210 EX-STOCK —
- Plating €5~ Cl0 (Application : General case)
BK12_C3N 3 7001A P5 210 3 days
BK15 C3~Cl0 | 7002A P5 230 EX-STOCK
BK15_C5 Black Oxide C5~C10 | 7002A PO 230 EX-STOCK
Y Q option
BK15_C3 C3 7002A P5 230 EX-STOCK
BK15
BKT5_N C3~C10 | 7002A P5 230 | ystock
Electroless Nickel
BK15_CS5N Blsting C5~C10 | 7002A PO 230 EX-STOCK
BK15_C3N C3 7002A P5 230 3 days
BK17 C3~Cl10 | 7203A P5 370 EX-STOCK

BK17_C5 Black Oxide | C5~C10 | 7208AP0 | 370 | 3days

Pl W o =
BK17_C3 c3 7203A P5 370 3 days (, Y é i @ f
BK17 & )
BK17_N C3~C10 | 7203A P5 370 EX-STOCK o
Electroless Nickel Electroless Nickel Plating
BK17_C5N . - 370
- Plating €= Cl|re0sa Fo SRR (Application : Clean room)
BK17_C3N 3 7203A P5 370 3 days
BK20 C3~C10 | 7004A P5 380 EX-STOCK
BK20_C5 Black Oxide C5~CI10 | 7004A PO 380 3 days
BK20_C3 BK20 3 7004A P5 380 3 days
BK20_N C3~C10 | 7004A P5 380 EX-STOCK

Electroless Nickel

BK20_C5N . ~
i Plating C5~C10 | 7004A PO 380 3 days
BK20_C3N 3 7004A P5 380 3 days
Note :

1. All types make Preload.

2. All of bearings use Japanese & Taiwanese brand bearings(Model No. in blue),
Assembly by DF way. The most suitable way for ballscrew use.

3. The standard type is without Q , if reaquired, please advise in advance.




Support Unit BK ;
(fixed-side rectangular type) 5
[®)
] o
Applicable Bearing '__"_
Order Coding |Model No. [Surface treatment| ballscrew . e
accuracy grade Model NO. 8 (gf.crg) q - C
% Q option =
BK25 C3~Cl10 7205A P5 730 EX-STOCK :’_
BK25_C5 C5~C10 | 7205A PO 730 EX-STOCK %
Black Oxide
BK25B_C5 C5~C10 | 7205B PO 730 EX-STOCK =
_ v
BK25_C3 C3 7205A P5 730 EX-STOCK (ﬂ 1)
BK25 S Q
BK25_N C3~Cl10 | 7205A P5 730 EX-STOCK g
D
BK25_C5N = 730
- Electroless Nickel G-l b 3 days Black Oxid 8
Plati ack Oxide
SRR e GI~Lil | 058 P ¥ A e (Application : General case) g"
=)
BK25_C3N 3 7205A P5 730 3 days Ué
BK30_C5 C5~Cl0 | 7206APO | 1050 | EX-STOCK =
Black Oxide - % Q option F
BK30B_C5 C5~C10 | 7206B PO 1050 | Ex-sTOCK g §
BK30 D
= 1050 . : ~
BK30_C5N Electroless Nickel C5~Cl10 7206A PO EX-STOCK
BK30B_C5N Flating C5~C10 | 7208P0 | 1050 | 3 days
BK35_C5 Black Oxide C5~C10 | 7207B PO 1320 EX-STOCK
BK35
Electroless Nickel
- 1320
BK35_C5N Pligins C5~C10 | 7207B PO 3 days
HH40 85 Blkbnde | Cioglh Eolaip RS0 e Electroless Nickel Plating
BK40 ;
Electroless Nickel Application : Clean room
BK40_C5N Plating C5~Cl0 | 72088PO | 2050 | Ex-sTock (App )
Note :

1. All types make Preload.

2. All of bearings use Japanese & Taiwanese brand bearings(Model No. in blue),
Assembly by DF way. The most suitable way for ballscrew use.

3. The standard type is without Q , if required, please advise in advance.




ide rectangular type)

Cushion Stopper

No. ‘ Part name
1 Housing
Bearing

Snap ring

Cushion Stopper
(option)

BF10~BF30

w
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2-X drill @Y counter bore depth Z

: 4-pd2

BF10
BF12
BF15
BF17
BF20
BF20H
BF25
SF25
BF30
BF35
SF40
BF40

Model No.

H1

H
7 ol
e
Z.
[
|
|
RN T T T T AR

Shaft
diameter

di

10
15
17
20
20
25
25
30
35
40
40

20
20
20
23
26
26
30
32
32
32
32
3T

B|H

60
60
70
86
88
88
106
128
128
140
140
160

39
43
48
64
60
74
80
89
89
96
96
110

b | h

| 002 | +0.02
30 22
30 25
35 28
43 39
44 34
44 48
53 48
64 51
64 51
70 52
70 52
80 60

34
34
40
50
52
52
64
76
76
88
88
100

325
325
38
55
50
64
70
78
78
79
79
90

15
18
18
28
22

33

33
35

37

46
46
54
68
70
70
85
102
102
114
114
130

55
55
55
6.6
6.6

Il
1

14

6.6
6.6
6.6

108
10.8
1
14
14
14
17
20
20
20
20
26

5
15
6.5
85
8.5
85
1"
13
13
13
13
175

Bearing |Snap ring

60872
600022
600277
620377
600427
600422
620527
620577
620627
620722
620822
620877

S 08
S 10
S5
ST
S 20
S20
$25
S 25
S 30
S 35
S 40
S 40

Unit : mm

Weight
(Kes)

0.3

0.3

04
0.75
0.76
1.02
1.43

1.94
2.25

33



Support Unit BF
(Supported-side rectangular type)

w
C
[®)
[®)]
i o
Delivery :,.
Applicable date
Order Coding |Model No.[Surface treatment| ballscrew Bearing =
accuracy grade CEEE] C
3 =3
BF10_C3 Black Oxide C3~C7 60827 EX-STOCK =
BF10 . . o
BF10_C3N Electroless Nickel | 3 _ 7 608VV EX-STOCK Tl
Plating
P
BF12.1C3 Black Oxide C3~C17 6000ZZ EX-STOCK (C/)
BF12 - g
BF12_C3N Electroless Nickel | 3. o7 6000VV EX-STOCK o
Plating =l
[9)
BF15_C3 Black Oxide C3~C7 600227 EX-STOCK o
BF15 - : L4
BF15_C3N Electroless Nickel | 3 _ 7 6002VV EX-STOCK o
Plating [¢)
1 Y
BF17_C3 Black Oxide €2 620327 EX-STOCK _Black Oxide o)
AT (Application : General case) Q
BF17_C3N Rlecholes Hige o= (] 6203VV | EX-STOCK =
Plating M
BF20_C3 Black Oxide C3~C7 600427 EX-STOCK g—J
e Electroless Nickel L
€Ctroless INICKE —~
~ EX-STOCK |
BF20_C3N = 307 6004VV \/ " =
BF25_C3 Black Oxide C3~C7 620527 EX-STOCK "@// @,
BF25 - - Q '
BF25_C3N Electroless Nickel | - 3 _ 6205VV EX-STOCK :
Plating
BF30_C3 Black Oxide C3~C7 620622 EX-STOCK
BF30 - -
BF30_C3N Bletmlss NG | pn. 0 6206VV | EX-STOCK
Plating
BF35_C3 Black Oxide @3~ 620722 EX-STOCK
BFas Electroless Nickel
BF35_CaN eC“&Zfisng‘C €l ~C1 | 6207w | EX-sTOCK Electroless Nickel Plating
, (Application : Clean room)
BF40_C3 Black Oxide C3~C7 620827 EX-STOCK
S Electroless Nickel
BF40_C3N Blmes N | 5. 6208VV EX-STOCK
Plating
Note :

1. It is used double pressed steel cages for Black Oxide type support units .
2. It is used double plastic cages for Electroless Nickel Plating type support units .
3. All of bearings use Japanese & Taiwanese brand bearings.




No. ‘ Part name
Couple 1 Housing 1
| I /7 2 Bearing 1 set
‘\ ol 1‘ 3 Holding lid 1
[ L, 4 Collar 2
‘[ ! 5 Seal 1(2)
6 Lock nut 1
4 Cushion Stopper (option) 1
8 Cushion Stopper (option) 2
EKO6,EK08
2-@X drill @Y counter bore depth Z L2 L3

2-M

Cushion Stopper
(option)

H
%
=
[®)
[®)]
(@)
=
f_|-
(=
=3
'—l-
m
7
P
=
X
)
o
%
g
)
=
®
9]
=t
o
=
0
c
o
Y
(T
<
3
%)
N~

(EK06~08)

Cushion Stopper
(option)

2-@X drill

H1

Unit : mm

Shaft
diameter| L

BT | 2 | ) B
d1
35 36 21 18 11

EKO05 5 165 55 185

Model No.

20 8 28 45 - - M3 11 01
EK06 6 200 | b5 | 22 |35 | 42 | 25 | 21 13BN 0 NS S0NE5 5889 58I SIEM3 SIS 288015

EKO8 8 23 7 26 4 52 32 26 17 25 26 38 66 11 12 M3 14 026
EK10-1 10 24 60 (1295 | 6 |1 65 | 4301325 21 360 | 20" [ 52| 661 - - M3 16 045
EK10 10 24 6 295 6 70 43 35 25 |36 |24 52| 9 - - M3 16 045
EK12 12 (24 6 |295| 6 | 70 | 48 | 35 251 36/ [ 24 | 5209 < - M4 19 044
EK15 15 25 6 36 5 80 50 40 30 41 25 60 11 = - M4 22 056
EK20 200142 0 | 500 | 10|95 | 58 | 475 | 30 | 56 | 25 | 75 | 11 = - M4 30 134




Support Unit EK
(fixed-side rectangular type)

w
=
[®)]
: : [®)
Applicable Bearmg o
Order Coding | Model No. | Surface treatment | __ballscrew )
accuracy grade Model No. [MaxStarting torque ~
d (gf-cm) we C
EKO06 C3~C10 706A P5 50 EX-STOCK 2
—
EK06_C5 Black Oxide C5~C10 | 706A PO 50 EX-STOCK G m
EK06_C3 C3 706A P5 50 3 days @ g
EK06 L
EKO6 N C3~C10 706A P5 50 3 days Black Oxide (Application : General case) >_<
- ()
Electroless Nickel @1
3 - 50 ]
EK06_C5N Plating C5~C10 706A PO 3 days o
QL
EK06_C3N C3 706A P5 50 3 days ()
=
EKO08 C3~CI0 | 708AP5 90 EX-STOCK g
&
EKO08_C5 Black Oxide C5~CI0 | 708A PO 90 EX-STOCK 030
yi - -
EK08_C3 C3 708A P5 90 EX-STOCK g >
EKO8 =N
EKO8_N C3~Cl10 708A P5 90 EX-STOCK —
Electroless Nickel Plating (Application : Clean room) é
Electroless Nickel
. = 90 3 ()
EK08_CSN Plating C5~C10 | 708A PO days &L
EKO8_C3N @3 708A P5 90 3 days
EK10 C3~C10 | 7000A P5 190 EX-STOCK
EK10_C5 Black Oxide C5~CI10 | 7000A PO 190 EX-STOCK
EK10_C3 C3 7000A P5 190 EX-STOCK
EK10 X
Ff
EK10_N C3~Cl10 7000A P5 190 EX-STOCK o k&,
Electroless Nickel Black Oxide (Application : General case)
EK10_C5N eetroless NICKEL | s .10 | 7000A PO 190 3 days
Plating
EK10_C3N C3 7000A P5 190 3 days
EK12 C3~CI0 | 7001A P5 210 EX-STOCK
EK12_C5 Black Oxide C5~C10 | 7001A PO 210 EX-STOCK
EK12_C3 C3 7001A P5 210 EX-STOCK
EK12 e
EK12_N C3~CI0 | 7001A P5 210 EX-STOCK € ) Q’ ) @J
- =y d
oo Electroless Nickel =0l | 7o0in P 210 4 s
= Plating - 00 9
Electroless Nickel Plating (Application : Clean room)
EK12_C3N @3 7001A P5 210 3 days
Note :

1. All types make Preload.
2. All of bearings use Japanese & Taiwanese brand bearings(Model No. in blue),
Assembly by DF way. The most suitable way for ballscrew use.




7 Support Unit EK
S (fixed-side rectangular type)
(@]
(&)
=
r-l- .
C . Applicable Bearmg
Order Coding | Model No.| Surface treatment |  ballscrew -
2_ accuracy grade| p1odel No. Maxvsrgzg\rg)tomue
f—|-
m EK15 C3~C10 | 7002A P5 230 EX-STOCK
N
o EK15_C5 Black Oxide C5~C10 | 7002A PO 230 EX-STOCK
—h
é EK15_C3 c3 7002A P5 230 | Ex-sTock
Q. EK15
o EK15 N C3~CI0 | 7002A P5 230 EX-STOCK
g Electroless Nickel
® EK15_C5N e rglziisng K cs~c10 | 70024 PO 230 3 days
=
D
9'_ EK15_C3N C3 7002A P5 230 3 days
Q
030 EK20 C3~Cl10 | 7204A P5 550 EX-STOCK
[y
%) EK20_C5 . C5~C10 | 7204A PO 550 3 days
B Black Oxide
g EK20B_C5 C5~CI0 | 7204B PO 550  |Ex-sTock
[®]
o EK20_C3 a3 7204AP5 | 550 | 3 days
EK20
EK20_N C3~C10 7204A P5 550 EX-STOCK
U TN
7,
EK20_C5N Electroless Nickel| €5 ~C10 7204A PO 550 3 days € { € g @) |
Plating = & s
EK20B_C5N C5~C10 7204B PO 550 3 days
Electroless Nickel Plating (Application : Clean room)
EK20_C3N @3 7204A P5 550 3 days
Note :

1. All types make Preload.
2. All of bearings use Japanese & Taiwanese brand bearings(Model No. in blue),
Assembly by DF way. The most suitable way for ballscrew use.




ectangular type)

Cushion Stopper
(option)

Cushion Stopper

w
C
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EF10~EF20 EF6~EF08

No. Part name Qty

1 Housing 1

2 Bearing 1 set

3 Snap ring 1

4 Cushion Stopper (option) 1

5 Cushion Stopper (option) 2

B1
2-X drill @Y counter bore depth Z
\
|
| \ !

D Y

o
=

H1

. | P | <

Unit : mm
e e e e e
EF06 6 12 42 25 21 13 18 20 30 55 95 M 60677 S 06 0.1
EF08 6 14 52 32 26 17 | 25 | 26 | 38 | 6.6 | 11 12 60677 S 06 0.15
EF10 8 20 70 43 35 25 36 24 52 9 - - 60877 S 08 0.33
EF12 10 20 70 43 35 25 36 24 52 9 = = 600027 S 10 0.32
EF15 15 20 80 50 40 30 41 25 60 9 - - 600277 S15 0.38

EF20 20 26 95 58 475 30 56 25 75 11 - - 620477 S 20 0.64




7 Support Unit EF
= (Supported-side rectangular type)
(@]
(©) 3
r‘_"_ ‘ Delivery
Applicabl .
Order Coding |Model No. |Surface treatment brgillsccievs Bea ring date
C accuracy grade CIEEL
= | :
— EF06_C3 Black Oxide C3~C7 60627 EX-STOCK
[Tl EF06 - -
| EF0B_C3N Elecuolegs Nickel C3~C7 606VV 3 days
Plating
2
~ EF08_C3 Black Oxide C3~C7 60677 IR =TOCK
8 EF08 :
= EF08_C3N Elcmles MOl Nies e 606VV | EX-STOCK
o Plating Black Oxide (Application : General case)
(% EF10_C3 Black Oxide C3~C7 60872 EX-STOCK
o) EF10 El less Nickel
@ EF10_C3N emgles.s pall (- 608VV | EX-STOCK
- ating
(D .
2 EF12.Ca Black Oxide | C3~C7 6000ZZ | EX-STOCK
% 22 Electroless Nickel
€Clroless INICKE
Ug EF12_C3N Plating C3~C7 6000VV EX-STOCK
= EF15_C3 Black Oxide C3~C7 6002ZZ | EX-STOCK
\2— EF1S Electroless Nickel
S ectroless Nicke: ~ EXSTORK
@ EF15_C3N Plating C3~C7 6002VV
—
EF20_C3 Black Oxide @32 G 620477 | EX-STOCK
EF20 - . . o
EF20_CaN Electr}(%:isngwkel C3~CT Y TR Electroless Nickel Plating (Application : Clean room)
Note :

1. It is used double pressed steel cages for Black Oxide type support units .
2. It is used double plastic cages for Electroless Nickel Plating type support units .

3. All of bearings use Japanese & Taiwanese brand bearings.




type)

No. ‘ Part name

1 Housing

2 Bearing 1 set
3 Holding lid 1
4 Collar 2
5 Seal 1

6 Lock nut Tset

FKO5~FKO08

4-X drill @Y counter bore depth Z

L € L L2
F | H @ F
% i ﬁ“_
%i.
QNG NI e H]
® fv sl ] —1
8|/ S ]
O N =all
)
T1 E
Mounting method A Mounting method B
Unit : mm
Mounti Mounti
Model No. crameter P PEESE T E Dgb A | PCD We'ght
a -
7
FKO5 5 165 6 105 185 20 88(2) 34| 26 |26| 55 | 35 34|65 |35 0.08
-0.007
FKO6 6 20| 7 | 13 | 22 |22 2002 36| 28 |28 65 |35 | 65 |45 (34 (65| 4 (M3 | 12 | Q.1

-0.007
FKO8 8 23 9 14 26 28 gpp 43 3 3B 7 4 8 5 34 65 4 M3 14 0.15

|
%2
=
[®)
[®)
o
R
'—’-
e
S,
f_’-
il
A
N
=
pad
(9%
Gt
L
(@@L
D
=
o
=
=y
(@)
~
<
[®]
D
N—




-
%2
C
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=
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S,
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>
2
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T
S
=
=)
a
(o 1
<
3
®
N~

{ Part name Qty

1 Housing 1
Z Bearing 1 set

3 Holding lid 1

- Collar 2

The position of oil grease is for reference only, 5 Seal 2
6 Lock nut 1set

please visit our website to get more information on it.

4-X drill @Y counter bore depth Z

% (Q option)

L (L2)

@D g6

! | = Bd1
|
|

Mounting method A Mounting method B
Unit : mm
di T ‘ L2 (Kes)

FKI0 10 27 10 17 295 34 900 52 42 42 75 5 85 6 45 « |
FKI2 12 27 10 17 295 36 0000 54 44 44 75 5 85 6 45 8 4 M4 19 - - 0%
FKIS 15 32 15 17 36 40 0000 63 50 52 10 6 12 8 55 95 6 M4 22 26 M6 039
FKI7 17 45 22 23 47 50 o090 77 62 61 11 9 14 12 66 11 10 M4 24 305 M6 O8I
FK20 20 52 22 30 50 57 ogpo 85 70 68 8 10 12 14 66 11 10 MA 30 34 MG 102

0010

FK25 25 57 27 30 59 63 pggpg 9 80 79 13 10 20 17 9 15 13 M5 35 395 M6 148

FK30 30 62 30 32 61 75 '8-8;3 117 95 93 11 12 17 18 11 175 15 M6 40 465 M6 232




Support Unit FK =
fixed-sid d L
IXed-side round type =
5 [®)
Bearing Delivery (@)
. Applicable dat =X
Order Coding |Model No.Surface treatment| ballscrew - ate —t
accuracy grade Model No Max Starting torque m|E=a
y (gf-cm) - C
FKO6 C3~C10 706A P5 50 EX-STOCK ?,.
FK06_C5 Black Oxide C5~Cl10 706A PO 50 EX-STOCK %
FK06_C3 C3 706A P5 50 EX-STOCK G c e
FKO6 o
FKO6_N C3~C10 706A P5 50 3 days Black Oxide <>1§
4 Application : General case)
Electroless Nickel ( o
FKO6_C5N Plating C5~Cl10 706A PO 50 3 days é
FKO06_C3N C3 706A P5 50 3 days o %
—~
FKO08 C3~Cl10 708A P5 90 EX-STOCK / 8
=
FK08_C5 Black Oxide | C5~Cl0 | 708APO | 90 |EX-STOCK =
<
FK08_C3 o 708A P5 90  |EX-STOCK 2,
FKO8 @ -~ <
FKO8_N C3~Cl0 | TOBAPS 90 |EX-STOCK G b
FK08_C5N Elec“gﬁianide C5~C10 | 708A PO 90 3 days Electroless Nickel Plating
¢ (Application : Clean room)
FKO08_C3N 3 708A P5 90 3 days
FK10 C3~Cl10 7000A P5 190 EX-STOCK
FK10_C5 Black Oxide C5~C10 | 7000A PO 190 EX-STOCK
FK10_C3 3 7000A P5 190 EX-STOCK
FK10
FK10_N C3~C10 | 7000A P5 190 EX-STOCK
Electroless Nickel
FK10_C5N Plating C5~C10 | 7000A PO 190 3 days
FK10_C3N I8¢, 7000A P5 190 3 days
FK12 @ ~c10 7001A P5 210 EX-STOCK
FK12_C5 Black Oxide = 7001A PO 210 EX-STOCK :
et Black Oxide
FK12_C3 3 7001AP5 | 210  |EX-STOCK (Application : General case)
FK12
FK12_N C3~Cl0 | T001AP5 | 210 |EX-STOCK
Electroless Nickel
FK12_C5N Plating C5.~C10 | TO01A PO 210 EX-STOCK
FK12_C3N 3 7001A P5 210 EX-STOCK
FK15 C3~Cl0 | 7002A PS5 230 EX-STOCK
FK15_C5 Black Oxide | ¢5.~cjo | 7002AP0 | 230  |EX-STOCK
FK15_C3 3 7002A P5 230 EX-STOCK
FK15
FK15_N C3~Cl0 | 7002A P5 230 EX-STOCK
Electroless Nickel
FK15_C5N Plating C5~Clo | 7002APO | 230 | EX-STOCK Electroless Nickel Plating
FK15.CaN . oS FE | BED o i (Application : Clean room)
Note :

1. All types make Preload.
2. All of bearings use Japanese & Taiwanese brand bearings(Model No. in blue),
Assembly by DF way. The most suitable way for ballscrew use.




Support Unit FK
w s ,
S (fixed-side round type)
8
i Delivery
:.. Applicable Bearing
Order Coding | Model No. | Surface treatment| ballscrew ” |
accuracy grace Max.Starting tor
g Model No, MexSttng e
:|_- FK17 C3~Cl10 7203A P5 370 EX-STOCK
Tl FK17_C5 Black Oxide | C5~CIO | 7203APO | 370 3 days %Q option
A FK17_C3 C3 7203A P5 370 3 days
FK17
- FK17_N C3~CI0 | 7203AP5 | 370 EX-STOCK
X .
@ FK17_CSN Electroless Nickel | 5 _ 10 | 7203ap0 | 370 3 days
Sll Plating
2 FK17_C3N C3 7203A P5 370 3 days
([®k
@ FK20 C3~Cl0 | 7204AP5 | 550 EX-STOCK
=
8 FK20_C5 C5~C10 | 7204A PO 550 EX-STOCK
8_ Black Oxide
= FK20B_C5 C5~Cl10 7204B PO 550 EX-STOCK
é FK20_C3 C3 7204A P5 550 EX-STOCK
&£, FK20
FK20_N C3~Cl10 7204A P5 550 EX-STOCK Black Oxide
(Application : General case)
FK20_C5N Electroless Nickel | €3 ~C10 | 7204AP0 | 550 3 days
FK20B_C5N Plating C5~C10 | 7204B PO 550 3 days
FK20_C3N C3 7204A P5 550 3 days
FK25 C3~CI10 7205A P5 730 EX-STOCK
% Q option
FK25_C5 . C5~C10 | 7205A PO 730 EX-STOCK :
Black Oxide
FK25B_C5 C5~Cl10 72058 PO 730 EX-STOCK
FK25_C3 C3 7205A P5 730 3 days
FK25
FK25_N C3~Cl10 7205A P5 730 EX-STOCK
FK25_C5N Electroless Nickel | €5~ C10 | 7205A PO e 3 cays
FK25B_C5N Plating C5~C10 | 7e0s8pP0 | 730 3 days
FK25_C3N €3 7205A P5 730 3 days
FK30_C5 i C5~Cl10 | 7206APO | 1050 EX-STOCK
Black Oxide
FK30B_C5 C5~C10 | 7206B PO 1050 EX-STOCK
FK30
FK30_C5N Hlectroless Nickel | €5 ~C10 | 7206Ap0 | 1050 EX-STOCK (EAIppt“C?tlon N _Cll(eellrlla Irotc_)m)
i ectroless Nickel Platin
FK30B_C5N o C5~C10 | 7206B PO 1050 3 days g
Note :

1.All types make Preload.
2. All of bearings use Japanese & Taiwanese brand bearings(Model No. in blue),

Assembly by DF way. The most suitable way for ballscrew use.
3. The standard type is without Q , if required, please advise in advance.
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1 Housing 1
2 Bearing 1 set
3 Snap ring 1
L 4-X drill @Y counter bore depth Z
Ll P
l  J——
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_ @dll || || <
a) 8 Q
) jof |
| i
Unit : mm
M el Bears : Weight
odel No,diameter| | | H | F Dg6 A |PCD X | v | z |Bearing | Snapring
d1 (Kes)
-0.007
FFO6 6 10 6 4 22 2002 36 28 28 3.4 6.5 3.5 60627 S 06 0.06
-0.007
FF10 8 12 7 5 28 002 43 35 35 3.4 6.5 4 60877 S 08 0.1
-0.009
FF12 10 15 7 8 34 20025 52 42 42 4.5 8 4 6000Z2Z S 10 0.13
-0.009
EE15 15 17 9 8 40 20,025 63 50 52 55 9.5 515 600277 S 15 0.2
-0.009
FF17 17 20 11 9 50 20025 77 62 61 6.6 11 6.5 620377 S17 0.33
-0.010
FF20 20 20 11 9 5 0,029 85 70 68 6.6 11 6.5 6204772 S 20 043
FF25 25 24 14 10 63 :88;3 98 80 79 9 14 85 620577 S 25 0.66
FF30 30 27 18 9 75 -0.010 17 95 93 11 117/ 11 620677 S 30 1.03

-0.029




Support Unit FF
(Supported-side round type)

‘ Delivery

Applicable

Order Coding|Model No. [Surface treatment| ballscrew Bearing date
accuracy grade m|E =

FF06_C3 Black Oxide | C3~C7 60622 EX-STOCK
FFO6 _
FFO6_C3N Elecmleh Mgkl | oy 606VV 3 days
Plating
FF10_C3 Black Oxide | C3~C7 60827 EX-STOCK
FF10 _
FF10_C3N Electroless Nickel | g g 608VV EX-STOCK
Plating
FF12_C3 Black Oxide | C3~C7 600027 EX-STOCK
FF12 :
FF12_C3N Electroless Nickel | 3 _ 6000VV EX-STOCK
Plating Black Oxide
FF15_C3 Black Oxide | C3~C7 60022z | EX-STOCK (Application : General case)
FF15 _
FF15_C3N Eleotroless Nickel | 3 _ o 6002VV EX-STOCK
Plating
FF17_C3 Black Oxide C3~C17 620322 EX-STOCK
FF17
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FF17_C3N Electroless Nickel | g 6203VV EX-STOCK
Plating
FF20_C3 Black Oxide C3~C7 620427 EX-STOCK
FF20 ,
FF20_C3N Electroless Nickel | g _ 7 6204VV EX-STOCK
Plating
FF25_C3 Black Oxide C3~C17 620527 EX-STOCK
FF25 :
FF25_C3N Electrolegs Nickel C3~C7 6205V EX-STOCK
Plating
FF30_C3 Black Oxide (2] 620672 EX-STOCK _ .
FF30 Electroless Nickel Plating
FF30_C3N Elecffgllei_s Nickel | 3. ¢7 6206VV | EX-STOCK (Application : Clean room)
ating
Note :

1. It is used double pressed steel cages for Black Oxide type support units .
2. It is used double plastic cages for Electroless Nickel Plating type support units .
3. All of bearings use Japanese & Taiwanese brand bearings.




o e

1 Housing 1

2 Bearing 1 set

3 Holding lid 1

4 Collar 2

5 Seal 12

6 Lock nut 1set

(FKA06~08) (FKA10~20)
FKAO6~FKAZ20
L [(ED) L (L2)

@D gb

\

|

|
@fn

|

[
il

1T
;
i

- T2 E
T1 E
4-X drill @Y counter bore depth Z
Mounting method A Mounting method B
FKA15H is not applicable
Unit :
ik e
-0.007
FKA06 T 36 30 26792093 55 35 65 45 34 65 12 014
FKAOB 8 23 9 14 26 28 :8-3(2’7 44 36 30 26792093 7 4 8 5 3465 4 M3 14 015
FKAT0 10 27 10 17 295 36 :8'8(2)2 56 48 39 3572739 75 5 85 6 45 8 4 M3 16 026
FKA12 12 27 10 17 295 36 :8-8(2’2 56 | 48 | 39 | 3572739/ 75| 5 |85 | 6 |45| 8 | 4 [M4| 19| 03
FKA15 15 32 15 17 36 40 '8-822 65 56 43 3943078 10 6 12 8 5595 6 M4 22 037
FKAISH 15 43 17 26 40 50 :8'822 77 63 52 49643879 4 7 7 10 55 95 8 M4 22 -
FKA20L 20 41 17 24 43 50 :8'8(2)2 77 63 52 49643879 9 7 12 10 55 95 8 M4 30 -

FKA20 20 52 22 30 50 57 Ooi0 86 72 59 56744433 8 10 12 14 66 11 10 M4 30 128
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= (fixed-side round type)
8 Deli
: elivery
= Applicable Bearing dat
—+ Order Codin |Model No.|Surface treatment ballscrew a e
accuracy grade Model No. Max.Starting torque m|==
C (gf-cm)
2. FKAO06 C3~C10 706A P5 50 EX-STOCK
—
Ml FKAO06_C5 Black Oxide C5~Cl10 706A PO 50 3 days
> FKAO06_C3 @3 706A P5 50 3 days (FKA06~FKAO8)
FRACS Black Oxide
,__?. FKAO6_N C3~C10 URSAES 8Q 3 days (Application : General case)
(>[<) FKAO6_C5N Electroless Nickel | 5 _ g 706A PO 50 3 days
Q. Plating
1
w FKAO6_C3N &5 TO6A P5 50 3 days
@ FKAO08 €3~ 10 708A P5 90 EX-STOCK
—~
o
% FKAO8_C5 Black Oxide @5 @10 708A PO 90 S
(@l
Q- FKAO8_C3 @3 708A P5 90 3 days
8 FKAO8_N Ao C3 ~C10 708A P5 90 EX-STOCK (FKAOB~FKA08)
~— - - Electroless Nickel Plating
1 Application : Clean room
s e Electrolegs Nickel Cs ~Cll oA D 50 e (App )
Plating
FKAO8_C3N (@3] 708A P5 90 3 days
FKA10 3 ~ C10 7000A P5 190 EX-STOCK
FKA10_C5 Black Oxide C5~Clg | 7OQ0A.RO 190 3 days
FKA10_C3 @3 7000A P5 190 3 days
FKA10
FKA10_N C3~Cl10 7000A P5 190 3 days
s (FKA10~FKA20)
FKA10_CS5N EleCtr(l;ﬁ;SnNmkel C5~Cl0 | 7000APO | 190 3 days Black Oxide
g (Application : General case)
FKA10_C3N c3 7000A P5 190 3 days
FKA12 C3~Cl10 | 7001A P5 210 EX-STOCK - t\
FKA12_C5 Black Oxide 5 ~C10 7001A PO 210 EX-STOCK
FKA12_C3 3 7001A P5 210 3 days
FKA12
FKA12_N C3 ~Cl10 7001A P5 210 EX-STOCK
Electroless Nickel
FKA12_C5N Plating C5~C10 7001A PO 210 3 days (FKA10~FKA20)
Electroless Nickel Plating
FKA12_C3N @3 7001A P5 210 3 days (Application : Clean room)
Note :

1. All types make Preload.
2. All of bearings use Japanese & Taiwanese brand bearings(Model No. in blue),
Assembly by DF way. The most suitable way for ballscrew use.




Support Unit FKA
(fixed-side round type)

=
3
: Delivery
Applicable Bearlng dat O
Order Codin |Model No.[Surface treatment| ballscrew ate ==
accuracy erade| )\ 1o 4| No. (MaxStarting torque = —
. (gf-cm) &
FKA15 C3~Cl10 7002A P5 230 EX-STOCK g
_ —
FKA15_C5 Black Oxide C5~C10 7002A PO 230 3 days n
FKA15_C3 @3 7002A P5 230 3 days x
FKA15 >
FKA15_N C3~Cl10 7002A P5 230 EX-STOCK
o
. —h
FKA15_C5N Electroles§ Nickel C5~Cl10 7002A PO 230 3 days X
Plating D
o (OL
FKA15_C3N @3 7002A P5 230 3 days (FKA10~FKA20) &
Black Oxide o
FKA15H FA1sH | Black Oxide | C3~Cl0 | 7302AP5 380 ex-sTock | (Application : General case) @
-
FKA20L C3~Cl10 7004A P5 380 EX-STOCK 8
FKA20oL | Black Oxide 8_
FKA20L_C3 3 7004A P5 380 3 days pers
<
FKA20 C3 ~Cl10 7204A PS 550 EX-STOCK -8
N
FKA20_C5 C5~C10 7204A PO 550 EX-STOCK
Black Oxide
FKA20B_C5 C5~Cl10 7204B PO 550 3 days
FKA20_C3 @3 7204A P5 550 3 days
FKA20
FKA20_N C3 ~Cl10 7204A PS5 550 EX-STOCK
FKAZ20_C5N - C5~C10 7204A PO 550 3 days
Electroless Nickel (FKA10~FKA20)
Platin;
FIAZRE-CEN : Geecly— el = e Electroless Nickel Plating
FKA20_C3N 3 7204A PS5 550 3 days (Application : Clean room)

Note :

1. All types make Preload.

2. All of bearings use Japanese & Taiwanese brand bearings(Model No. in blue),
Assembly by DF way. The most suitable way for ballscrew use.




Recommended shaft end shape (Fixed-side)
for Support Units types BK
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Support unit | Ballscrew | Shaft support Metric screw | Length of
model No. | shaft OD portion OD thread Sleeve
Type BK d D B E F M S C

BK10 12/14/15 10 "0008 8 36 15 M10x1 12 5
0015

BK12 14/15/16 12 -0008 10 36 15 M12x1 12 55
0017
-0.008

BK15 18/20 150 12 40 20 M15x1 12 5
-0.008

BK17 20/25 W e 15 | 53 | 23 M17x1 17 7
-0.010

BK20 25/28 = 17 | 53 | 25 M20x1 15 8
0010

2

BK25 32/36 5 oo 20 66 30  M25x15 20 9
-0.010

BK30 36/40 B 25 73 38  M30x15 25 9
0012

BK 4 35 82 45

35 5 e 30 M35x1.5 26 12

BK40 50 40 0012 35 94 50  M4OK15 30 15

-0.025




Recommended shaft end shape (Fixed-side)
for Support Units types FK,FKA,EK AK,LK
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Type FKFKA Type FKFKA Type EK,AK LK
Unit : mm
Support unit Ballscrew | Shaft support Metric screw | Length of
model No. shaft OD portion OD
Type
FKFKA Type EK  Type AK  Type LK d D B E F M S C
-0.008
FKO5 EKO5 - - 8 A 4 23 6 M5x05 7 35
FKO6 -0.008
Feaos | K06 - . 8 8 ame 4 28 8 M6x075 8 5
FKO8 -0.008
Fepog | EK0B - Lkos 10/12 . 6 32 9  M8xl 10 55
FK10 -0.008
teanp | EKI0 AKIO LK10 12/14/15 10 ebte 8 36 15 MIOx1 12 55
FK12 -0.008
kAo | EKI2 AKIZ LKIZ 14/1516 2 10 36 15 Mi2x1 12 55
FK15 1
FKATS g1 AKIS  LKIS  18/20 15 000 12 48 20 MIs<I 13
FKA15H 6
-0.008
FK17 - = = 20/25 17 0017 15 59 23 M17x1 17 10
Eii%o -0.010 64 16 1
EK20 AK20 - 25/28/30 20 ansn 17 25  M20x1
FKA20L 53 15 8
0010
FK25 - AK2s - 30/32/36 25 goon 20 76 30 M25x15 20 14
FK30 - - g 36/40 30 -0010 25 73 38 M30x15 25 9

-0.020




Recommended shaft end shape (Supported-side)
for Support Units types FF,EF,BF AF,LF
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Type FF Type FF Type EF,BF,AF,LFHF

Unit @ mm

Support unit model No.

Shaft supB%‘t

portion
Type Type Type Type Type
FF EF BF AF LF d D E B F G
-0.008
FFO6 EF06 . - - 8 6 0015 9 5.7 6.8 0.8
-0.008
- EFO08 - - LF08 10 6 0015 9 5.7 6.8 0.8
-0.008
FF10 EF10 BF10 AF10 = 12/1415 8 nois 10 76 79 0.9
-0.008
FF12 EF12 BF12 AF12  LF12 14/15/16 10 5015 11 96 9.15 1.15
-0.008
FF15  EF15 BF15 AF15  LF15 18/20 15 0017 13 | 143 10.15 1.15
-0.008
FF17 | - BF17 : 2 20/25 7 507 16 162 13.15 1.15
. - BF20 - - 16 13.35
-0.010
25/28/30 20 0020 19 1.35
FF20 EF20 - AF20 - 19 15.35
-0.010
FF25 | - BF25 AF25 - 30/32/36 25 0020 20 239 16.35 1.35
-0.010
FF30 | - BF30 - - 36/40 30 0020 21 286 17.75 1.75
-0.012
. - BF35 . - 40/45 35 0025 22 33 18.75 1.75
-0.012
= e BF40 - - 50 40 5025 23 | 38 19.95 1.95

Note : Shaft end machining of SF, HF same as BF.




